REVISIONS
REV | ECO DESCRIPTIONDATE BY | APPR
Al - RELEASED DRAWING 3/3/2021 RO DRDR
A2 - UPDATED VOLTAGE 1/4/2022 RO DR
A3 - UPDATED AMPERAGE 5/4/2023 RO DR

MASTER KEYWAY 11/16-24 UNEF THREAD
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ILLUSTRATION: COMPLETE KIT
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1. MATERIAL 2
SHELL: ZINC ALLOY, NICKEL PLATED.
INSERT: THERMOPLASTIC, UL94 V-0.
COUPLING NUT: ALLOY, NICKEL PLATED.
WAVE WASHER: STAINLESS STEEL.
O-RING: NBR. KEY POS PART NUMBER
2. SPECIFICATIONS:
2.1 RATED CURRENT: 3A (MAX). N RT062028SNH 1 RTOL-20CG-S1 CORDGRIP,SIZE 20,16.5-22MM 3
2.2 RATED VOLTAGE: 500V (AC/DC). W RT062028SWH 28 MS16M23F CONTACT,SOCKET,16AWG,18-16GA 2
2.3 OPERATING TEMPERATURE: -40C + 105C. 1 RT062028S*H PLUG,FEMALE,20-28 1
2.4 DIELECTRIC WITHSTANDING VOLTAGE: LESS THAN 2 X RT0620285XH QTY PART NUMBER DESCRIPTION ITEM
MILLIAMPS CURRENT LEAKAGE @2000 VOLTS AC. v RT0620285YH MATERIALS LIST
2.5 INSULATION RESISTANCE: 5000 MEGOHMS MIN. UNLESS OTHERWISE SPECIFIED SIGNATURES | DATE A m p h e n O i
2.6 IP---CLASS: IP67 (IN MATED CONDITION) 7 RT062028SZH 12’)?'C',l‘e"z:“c";'°a",§,Z;ef;T.CTJ:f'°‘mm)' DRAVN: 0 N
2.7 MATING CYCLES DURABILITY: 500 CYCLES (MIN). 2P DEC 018 | Angiests"®* GiEcken Sine Systems - www.amphenol-sine.com
2.8 ROHS COMPLIANT. > PhDEC =008 A o 44724 Morley Drive
3. SUITABLE CONTACTS: #16 CONTACTS. 7o reterence S Clinton Township, M1 48036
4. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY. MATERIAL SPECIFICATIONS: S ECO-MATE, PLUG, SIZE 20,
THIS DRAWING IS SUPPLIED FOR 28POS'SOCKET' KIT
PROCESS SPECIFICATIONS: Ié\‘:g;méﬂ'ﬁgl\losh‘k:lDDPEESIIQ?:':);:\EAQ\L%FI{EESATA SIZE |TYPE DWG NO: REVISION
ot B oo RT06208SHK A3
NEXT ASS'Y: MANUFACTURING VARIATIONS. SCALE:NONE ‘SHEET 11 oF




